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MUSCOY OU RA PIPELINE

FINAL INSPECTION AND ACCEPTANCE FORM

Contract No.: EPA Contract No. 68-W-98-225; WA No. 069-RARA-09]5 Date:  6/12/03
URS Project No.: 18600069
Project Title: Muscoy Operable Unit (OU) Remedial Action (RA)
Definable Feature of Work: Pipeline
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{List additional personnel Qﬂreverse side.)
This is to certify that the above referenced Definable Feature of Work has been completed and inspected'in
accordance with the final design. and is accepted by the personnel listed below. The one-vear warranty

commences upon this final acceptance. Any outstanding issues or deviations are noted below.

Outstanding Issues:
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City of San Bepérdino Municipal Water Dept. URS Rebident Inspector,
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URS Construction Manager
City of San Bernardino \dumcxpal Water Dept.

El-Co-Contractors, Inc.
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[ssues 10 check during final walk through of EPA Raw Water Pipeline
Puvement:

Stripping

. Blue Dors

Cap is Clean
Damaged Concrete
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Connecuons:
5. Connect the system in two separate locations with four inch hose or pipe with
back flow device. ’
6. Set up tlush point for discharge
7. Conduct all tests with water flowing at discharge point,

Valve Checks:

8. Fully open and ¢losc cach valve with a stock department hand key and count and
decument the number of tums. |

9. Verify distances in two direcnions from the valve nur (o the nearest curb face.

10. Measure and document the depth to top of nut to +/- 0.5" (This is done essily by
painting depth marks on the valve key).

11. Check that valve cans are pamnted blue and adjustable sieeves are inserted.

12. Check for valve stem depth and plumbness of valve can.

13. Flush water through ali air vac’s, blow offs 1o make sure all facilines are working.

14. All visible facilities properly painted.

I5. Note flow at discharge point in order to verify infine valves to insure complete
shut downs.
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